
OIL / WATER SEPARATION

DONALDSON ULTRASEP US-20 OLIE-/VANDSEPARATOR, 20,0 M³/MIN

STENHØJ STENOSEP OIL/WATER SEPARATOR

- Sensors without moving parts ensure operation without anything getting
stuck or blocked

- Reliable operation with no loss of compressed air

Description
Separators for separating compressed air condensate.

While a condensate drain removes oil condensate, this is just the first step.
However, if you neglect or try to cut corners on the next step, you will pay
for it. Condensate consists of about 97% water and only 3% impurities and
oil.

Paying a waste disposal company to dispose of the condensate is essentially
throwing money away. What could be more logical than using your own
reliable handling system, namely STENOSEP?

Gå til produktsiden for at læse mere

Versioner

Stenhøj Stenosep Oil / Water Separator with or without enclosure

004513: Ultrasep US 3.5: 2.00 m³/min., ½"

004506: Stenosep 10: 4.00 m³/min., 1"

004508: Stenosep 30: 15.00 m³/min., 1"

004509: Stenosep 60: 30.00 m³/min., 1"

004510: Stenosep 120: 60.00 m³/min., 1"

SPECIFICATIONS
Flow 2.00-60.00 m³/min.

Connection ½" - 1"

https://stenhoj.dk/en/stenhoj-stenosep-60
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